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: ORLG@LNAL 
1983 


ae CHEVY VAN/VANDURA 


CHEVY VAN/VANDURA MODEL SELECTOR 


MODEL NUMBER 
BODY ORDERING CODE 
15a 


G10/1500 G11005 Gi1305 ZW9 
620/2500 G21005 G21308 ZW9 
* 630 /3500 = G31305 ZW9 
G30/3500/C6P ac G31305 ZW9 & C6P 


* Not available for registration in the State of California. 
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CHEVY VAN/VANDURA 


STANDARD SPECIFICATIONS 


(See Gray Tak Section for Specification Details) 


Engine 
Base Siena 


620/25¢0 


4.) Liter, 250 2-bbl. Lé 


Clutch........6.6. 2. , 124 sq. in. 
Aix Filter... Oiled-paper Element 
QOilFilter.._.. Me adebdasnnete bd Throwaway Type 
Exhaust System............ . Single; Aluminized 
Emission Control 
Systems.................. See Engine & Cooling Section for specific model applications 
Suspension, Front Independent; Coil Springs 
Capacity.................... 3400 Ib. 3400 Ib. 
Springs @ Ground......... 1310 lb. ea. 1700 lb. ea. 
Shock Absorbers wines 25mm dia. 25mm dia. 
Suspension, Rear Salisbury Axle; Hypoid Drive; Two-stage Multi-leaf Springs 
Axle Capacity............... 3500 lb. 3500 lb. 
Axle Ratio. 3.08 3.42 
Springs, @ Ground. 1200 lb. ea. 1700 lb. ea. 
Shock Absorbers... 25mm dia. 25mm dia. 
Brakes Hydraulic; Self-adjusting 
Front............. Disc; 11.86” Rotor Disc; 11.86" Rotor 
ee ae Drum; 11" x 2” Drum; 11.15" x 2.75” 
Booster................. = Dual Diaphragm 
Parking. ............ Cable to Rear Wheels 
Electrical. ................. 12 Volt; Negative Ground 


Battery 
-Freedom Type...... ‘ 
—Reserve Capacity... 


Delcotron Generator... ... 


315 CCAe¢ @ 0°F. 
75 min. @ 80°F, 


3? amp. 


|_ Frame Integral Body-frame 

Fuel Tank 
(nominal capacity).......... 22 gal. 

Steering Gear Type...........| Manual; Recirculating Ball Gear Integral Power 
Linkage.................... Parallelogram 

Transmission.............. Fully Synchronized 3-Speed Manual 
Shift Location............... Floor 

Tix@S 56 oi ee heh ee ee (5) FR78-15B(4PR) {4) P225/75R15 

Wheels........sa.............. (5) Dise (5) Dise 

15" x 6" 15" x6" 


*CCA-Cold Cranking Amps 
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General Motors Corporation 


September, 1982 


CHEVY VAN/VANDURA 


STANDARD SPECIFICATIONS 
(See Gray Tab Section for Specification Details) 


Series 


Engine 


Base Equip................. 


*G30/3500 


4,1 Liter, 250 2-bbl. L6 


G30/3500/C6P 


8.7 Liter, 350 4-bbl. V8 


Clutch... [ 11) 124 sq, in. 
Air Filter......... Ojiled-paper Element 
Oil Filter.................. Throwaway Type 
Exhaust System... Single; Aluminized* 
Emission Control] 
Systems L See Engine & Cooling Section for specific model applications 


Suspension, Front 


Independent; Coil Springs 


Capacity RAH hte eee 4 3900 Ib. 3900 Ib. 
Springs € Ground....... 1200 Ib. ea. 1950 lb. ea. 
Shock Absorbers... .. 25mm dia. 25mm dia. 

ye Stabilizer Bar be me = 1.06” dia 

Suspension, Rear Salisbury Axle; Hypoid Drive; Two-stage Multi-leaf Springs 

Axle Capacity. ......... 5700 lb. : 5700 lb. 
Axle Ratio......... 3.75 4.09 
Springs, G Ground ._... 2100 lb. ea. 2700 Ib. ea. 
Shock Absorbers... 25mm dia. 25mm dia. 


—Freedom Type...... 
—Reserve Capacity. 


390 CCAe @ 0°F. 


Brakes Hydraulic; Self-adjusting 
Front.............. Disc: 12.5” Rotor Disc; 12.5" Rotor 
Rear ie Drum; 13” x 2.5" Drum; 13" x 2.5” 
Booster...... L Dual Diaphragm Dual Diaphragm 
Parking : Cable to Rear Wheels 

Electrical................... 12 Volt; Negative Ground 
Battery 


315 CCA¢ @ O°F. 


75 min. @ 80°F. 90 min. @ 80°F. 


(nominal capacity)... 


Deleotron Generator......... 37 amp. 
[ Frame Integra] Body-frame 
Fuel Tank 


22 gal. 


Steering Gear Type. 


Integral Power 


Transmission. . 
Shift Location. 


Automatic 
Steering Column 


Fully Synchronized 3-Speed Manual 
Floor 


Tires... 


(4) 8.75R-16.5C (6PR) (4) 8.75-16.5E (1OPR) 


(5} Dise (5} Disc 


16.5" x 6.75" 


16,5" x 6.75" 


* Not available for registration in the State of California 
*Dual tail pipe on G30/3500/C6P models 
¢CCA-Cold Cranking Amps 


February, 1983 


General Motors Corporation 
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CHEVY VAN/VANDURA 


Body Ordering Codes: 
Chevy Van/Vandura—ZW9 


Side slide-in opening clearance 44.2" max. box cargo height 


49.2” with standard front passenger seat. Ground Clearance (in)* 


Rear slide-in opening clearance 52” with spare tire in Position 
or 53.5” with spare tire removed: height 48.8” Rear 
- Z 67 
Sign Panel Area (side) Capacity (cu ft) 7 
110” WB — 22" x 85” 110” WB-—246 : 
125" WB — 42” x 109” 125” WB— 296 if 


ext. [we | ox [om | oF | Wom | Rear | tout | Front | Rear | Toul 


G10/1500 SERIES 
110 } 178.2 } 79.4 | 25.0 2136 1575 3711 2242 1619 3831 
125 | 202.2 | 79.2 | 24.6 2173 1683 3856 2284 1722 4006 
1668 3962 
1772 4108 
G30/3500 SERIES 


2429 1970 4399 2535 2034 4549 
2445 1975 4420 2556 2014 4570 
*Dimensions with standard equipment, unloaded. 
re 


“Model Weight includes Curb Weight plus occupants (standard seating capacity x 150 lb), lotal Model Weight may vary as much as 
+150 lbs, to allow for production build variation. 
4 Not available for registration in the State of California. 
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CHEVY VAN/VANDURA 


‘ : POWER TEAMS 
ALL STATES EXCEPT CALIFORNIA 
G10/1500 SERIES 


[cua T - J = 
Cs02881) je ee 
xO — | sar Tera 

MM3 aa ee eS eee 

ae | #c01 | que | — (| | 5400__ | 

f= [= ft — _} cer | orm [5400 

aes [ear | oue | - [| — || s600 | 

MM wear | cue | | +i S600 

Gal 


GTa 
-—__f “e000 _] 
oe] 8000 | 
fo tee [4900 _| 


5.0 Liter 
(305-4BBL} 


ve 18 Cams | ww] [J - | — | | 
rs ce a 
oe i) GT4 §400 
oe eT RE 
[ear [ere 5800] 
Teva Tams ee es ee 
ae [tr] ro [7 = [601] 608 | = [a0 
[i [Gor | #eua | Cr- t[- | | sao | 
= 00] 
[ecue | an 


CALIFORNIA ONLY 
G10/1500 SERIES 


LES 16 
4.1 Liter 
(250-2BBL} 


LEQ V8 
5.0 Liter 


{305-4681} 


#With GBO Locking Diterential Reqs J55 Brakes 
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CHEVY VAN/VANDURA 


ALL STATES EXCEPT CALIFORNIA 


POWER TEAMS 


G20/2500 SERIES 


POWER TEAMS (MUST ORDER ENGINE, TRANSMISSION AND REAR AXLE) 


(Consult GVWR Selector and Tire Chart to insure tire capacity and svailability) 


TRANSMISSION. 
asp asp 


W/NAS STANDARD EMISSION EQUIPMENT 


AUTO 


LE L6 4.4 Liter 
{250.2881} 


LES V8 5.0 Liter 


(305-4BBL) 


LH6 Dieset 


6.2 Lner VB 
{378 Cu. In.){Regs B3J) 


LE3 L6 4.1 Liter 
{250-2881} 


LES V8 5.0 Liter 


ewe 

6660 

6600 

6600 
} 


6600 


(305-4BBL) 


6600 


LHB Diesel 
6.2 Liter V8 
(379 Cu. Inj(Reas B3J) 


*N/A GEO Locking Differential. 
$Reqs Z82 Traitering Special, N/A G80 Locking Ditferentiat. 


G30/3500 SERIES 


6600 


Gvw 


AUTO 


GIN “TRANSMISSION 
asp 


W/NAS STANDARD EMISSION EQUIPMENT (w/LTS or LL4 E 


LE3 16 4.1 Liter. MM3 
{250-28BL)IN/A CEP} 


MXO 


{79 V8 5.7 Liter 
{350-4BBt}(Reqs C6P} 


MXO/1 


LL4 Diesel 

6.2 Liter V8 

(979 Cain) 

{Regs C6P and 83J) 


W/NAG HIGH ALTITUDE EMISSION EQUI 
LES L6 4.1 Liter 
(250-2BBL}IN/A CBP) 
1H LLS Diesel 


6.2 Liter V8 
(379 Cu.in) 


MXx0/1 te 


PMENT 


(Regs C6P and B3J) 


: 


@ High Altitude Emisaion Equipment (FOR EXHAUST SMOKE REDUCTION PURPOSES 
AT HIGH ALTITUDE; NOT REQUIRED TO SATISFY HIGH ALTITUDE EMISSION REGULATIONS)(REQS LL4 ENG) 


CALIFORNIA ONLY 
G20/2500 SERIES 


LES L6 4.3 Liter 
{250-28BL) 


MENTS 


LF3 V8 8.0 Liter 
(305-4BBL) 


LH6 Diesel 
6.2 Liter V8 
{379 Cu InjiReqs 83) 


*N/A G80 Locking Differential. 
$Reqs 282 Trailering Special, N/A G8O Locking Differential. 


6600 
6600 


6600 


LL4 Dieset 
6.2 Liter VB 
(379 Gu. In) 
(Reqs C6P and Bau) 
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CHEVY VAN/VANDURA 
GVWR SELECTOR— ALL STATES 


G10/1500 SERIES 


ee [Tire Capacity (brea) | 
= = 


Standard 


HD Front Springs (F60); 
HD Rear Springs (G50); 
Power Brakes (J50); 
Power Steering (N40) 


HD Front Springs (F60); 
HD Rear Spnngs (G50); 
HD Power Brakes ([55); 

Power Steering (N40) 


+GAWH's shown are the maximum for each azle with equipment listed. Other GAWR's are available, and they are determined 
as the minimum capacity of either axle, springs or tires. 


FRONT AND REAR TIRE AVAILABILITY CHART—ALL STATES 


G10/1500 SERIES 
Spare tire to match either front or rear tires must be ordered 
Highway 


ed ee 
fs es 


TUBELESS 


FR78-15B (Base) 
Fiberglass Belted Radial 


P208/7SR1S 

Fiberglass Belted Radial 
P205/75R15 Whitewall 
Fiberglass Belted Radial 


P215/75R15 

Steel Belted Radial 
PZt5/75R13 Whitewall 
Steel Belted Radial 


PZ15/75R15 White Letter 
Steel Belted Radial 


*Steel belted radial 
#Requires Power Steering (N40). 


ENGINE RATINGS 
ALL STATES EXCEPT CALIFORNIA 
"4.1 Liter *5.0 Lites "5.7 Lite: 
sof tants ase cout 
Net Horsepower seine Eee 120 @ 4000 rpm 160 @ 4400 rpm 160 @ 3800 rpm 
Net Torque, lb-ft..........- 205 @ 2000 rpm 235 @ 2000 rpm 250 @ 2800 rpm 


°*6.2 Liter 
379 V8 Diesel 


*6.2 Liter 
379 V& Diesel 


130 @ 3600 rpm 
240 @ 2000 rpm 


135 @ 3600 rpm 
240 @ 2000 rpm 
CALIFORNIA ONLY 


*4.1 Liter *5.0 Liter **§.7 Liter 
280 2-bbI LE 305 4-bbl V5 330 4-bbl V8 
Life 110 @ 3600 rpm 155 @ 4000 rpm 155 @ 4000 rpm 
: 200 @ 1600 rpm 245 @ 1600 rpm 240 @ 2800 rpm 
*G.2 Liter **6.Z Liter 
379 V6 Diesel 379 V8 Diesel 

Net Horsepower............- 130 @ 3600 rpm 135 @ 3600 rpm 
5; 240 @ 2000 rpm 240 @ 2000 rpm 


*Engine with Light or Medium Duty Emissions (w/GVWR up to 8500 lb.}. 
“Engine with Heavy Duty Emissions (w/GVWR over 8500 lb.). 
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Net Horsepower... 
Net Torque, lb-#....... 


Net Horsepower.......... 
Net Torque, lb-ft... ... 


eS 


CHEVY VAN/VANDURA 
GVWR SELECTOR—ALL STATES 
G20/2500 SERIES 


CVWR eee eal Minimum Equipment Required for GVWR Rating 
Rating Tire | ee ee (Ibs ea) 


(lbs) 
Standard {w/o Diesel Engine! 


a = pte | |__Rear 
*3500 3400 1843 1843 Diesel Equipment Package {(B3}} 


+GAWR’s shown are the maximum for each axle with equipment listed. Other GAWR’s are available, and they are determined 
as the minimum capacity of either axle, springs or tires. 
*Front GAWR ts 3670 on G21305 model. 


FRONT AND REAR TIRE AVAILABILITY CHART— ALL STATES. 


G20/2500 SERIES 
Spare tire to match either front or rear tires is available at extra cost 


Chassis Equipment 


fe) Capacity | Highway 
avecasagt reat ae)» 

TUBELESS (With LE3, LES or LF3 Engine 
P225/7SR15 
Steel Belted Radial 2LX 
P225/75R15 Whitewall 
Steel Belted Rachal Z2LZ 
P225/7SR15 White Letier 
Stee! Belted Radial ZVN 

TUBELESS (With LH6 Engine) 
P235/75R1i5 
Stee] Belted Radial ZBD 
P235/75R15 Whitewall 
Steel Belted Radial 28) J 
P235/75R15 White Letter 
Steel Belted Radial ZWV 


GVWR SELECTOR—ALL STATES EXCEPT CALIFORNIA 
G30/3500 SERIES 


Minimum Equipment Required for GUWR Rzting 


evWR +GAWR (Ibs) 
tin: Ti 5 
[_a7100__| 


3980 Standard 


ARequires LE3 L6 engine. 


GVWR SELECTOR—ALL STATES 
G30/3500/C6P SERIES 
Minimum Equipment Required fer GVWR Rating 


Tire Capacity (ibs ea) 


+GAWR (Ibs) 


Chassis Equipment 


: | __Front_ Rear 
[_séoo T3900 5360 2680 2680 Standarc 


+GAWR's shown are the maximum for each axle with equipment listed. Other GAWR's are available, and they are determined 
as the minimum capacity of either axle, springs or tres. 


FRONT AND REAR TIRE AVAILABILITY CHART— ALL STATES 


G30/3500 SERIES 
Spare tire to match either front or rear tires is available at extra cost 


‘i Highway 
Description a pee Spare 
TUBELESS (With LE3 Engine) 
8.75R-16.5C 
Steel Belted Radial ZWU 
TUBELESS (With LT9 or LL4 Engine} 
8.75-16.5E 
Nylon Bias Ply ZTH 
8.75R-16.SE 
Steel Belted Radial ZVD 
Chevy Van/Vandura—Page 8 General Motors Corporation September, 1982 
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CHEVY VAN/VANDURA 


6.2 LITER DIESEL ENGINE 


Equipment Included With 6.2L Diesel Engine: 

* Low Coolant Sensor 

* Poly-wrapped Paper Element Air Cleaner 

* Engine Block Heater 

¢ Fuel Tank with water detection and drain system 
¢ Fuel Line Heater 


B3J DIESEL EQUIPMENT PACKAGE 
(Requires 6.2 Liter Diesel Engine) 


Equipment Included With B3J Diesel 

Equipment Package: 

* Hydraulic Power-assisted Brakes 

* K81 66-amp Generator 

* Engine Oil Cooler (located in radiator tank) 

* Dual 550 Cold Cranking Amp/115 min. Reserve 
Capacity Batteries 

* HD Radiator 

* Dual Exhaust System 

* Warning Lights: Glow Plugs, Water-in-fuel, and Low 
Coolant 

* Diesel Engine Identification: 

—Fender nameplates 


--LH rear door nameplate 
— Diesel fuel label} at fuel filler door 


Additional Included Equipment: 
G20/2500 Models 


* 3500 lb. front suspension (G21005 Models) 
* 3675 lb. front suspension (G21305 Models) 
* 1750 lb. ea. capacity front springs (G21005 Models) 
* 1835 lb. ea. capacity front springs (G21305 Models) 


ADDITIONAL REQUIRED EQUIPMENT: 
G20/2500 Models 
¢ 4-Speed Manual or Automatic Transmission # 


630/3500 Models 
* Automatic Transmission 


@ 4Speed manual transmission available approximately January, 1983 


Chevy Van/Vandura— Page 10 General Motors Corporation September, 1982 


CHEVY VAN/VANDURA 
(4900-Ib - 8600-lb GVW) 


41983 VEHICLES WITH STANDARD EQUIPMENT 
Prices shown are effective with initial shipment of 1983 mode! motor vehicles 


ce gg 
Me's 


Suggested 
Modet Body Wheel Factory List Retail Group 
Description Number Code Base D&H(a} Price Pricek Number 
@ 6-Cylinder 4.1 Liter (250 Cu. In.) 2 BBL Engine-Engine Ordering Code LE3 
G10/G1500 Series 
Chevy Van/Vandura..... €G/TG11005 zws 110° 11.10 7090.00 7101.10 21 
Chevy Van/Vandura €G/TG11305 zws 125° 11.10 7294.00 7305.10 2t 
G20/G2500 Series 
Chevy Van/Vandura.........  ©G/TG21005 zwa. 110" 14.12 7703.00 7714.12 21 
Chevy Van/Vandura €G/TG21305 zws 125° 11.42 7907.00 7918.12 21 
G30/G3500 Serias 
Chevy Van/Vandura Be CG/TG31305 zw9 125" 16.44 8702.00 8718.44 21 
@ 8-Cylinder 5.7 Liter (350 Cu. In.) 4 BBL Engine-Engine Ordering Code LT9 
G30/G3500 H.D. Series 
# HD. Chevy Van/H. D. Vandura. CG/TG31305 Zws &C6EP 125° 16.28 9331.00 9347.28 2 


% Manufacturer's Suggested Retail Prices do not include applicable destination cherges, State and Jocal taxes, license fees, optional equipment 
or accessories or special itams or services. 

@ Refer to Power Team Chart for California Emission Certification Requirements. 

# Factory D&H is not applicable and will not be reflected in the MSRP when B3D School Bus Chassis is specified 


Please Note: Anyone ordering a vehicle for completion or modification and use as a bus and/or school bus is solely responsible 
for assuring that such completed vehicle and associated equipment, which might be ordered for the vehicle, comply with all applicable 
Local, State and Federat Government requirements. 


aa ee ee ee ee ee 


OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are effactive with initial shipment of 1983 model motor vehicles 


ee a ee, ee 


Mfr's 
Suggested 
Option Factory List Retail 
Description Number D&H(a) Price Priced 


Seat Trim: (See Interior end Exterior Color Selection Chart for Ordering 
Information} 
Standard Vinyl Bucket Seats... .. 
Vinyl High Back Bucket Seats 
Without AS7 Auxiliary Seat... 6. ees rece NA. 21.00 21.00 
With AB? Auxiliary Seat... 00.20 Be oak on N.A. 41.00 41.00 
NA 
NA 


Shins * oe NO ADDITIONAL CHARGE 


Custom Vinyl! High Back Bucket Seats 
Without A57 Auxiliary Seat... 30.00 30.00 


With A57 Auxiliary Seat .... : Hit 60.00 60.00 
Paints, Exterior: (See interior and Exterior Color Selection Chart for Ordering 


information and Paint Application) 


SONG. oie See ek ees ee ae Het Panettiere airs Z¥1 NO ADDITIONAL CHARGE 
Special Two-Tone. Inciudes B84 Black Body Side Moldings zy¥3 NLA. 223.00 223.00 
Deluxe Two-Tone. Includes B84 Black Body Side Moldings....... coghy zyY4 NLA. 235.00 238.00 
Emission Systems: Dealer Note - One of the following emission options must 
be specified. (See Power Teams Chart for availabitity and complete specifications). 
California Emission Requirements. Not available when NAG High Altitude 

Emissions is specified. includes all testing, equipment and/or certification 

necessary for ragistration in the State of California. 

With LE3 4.1 Liter or LF3 5.0 Liter Engine YFS NA. 212.00 212.00 

With LT9 5.7 Liter Engine ....-....----- . ree ea VFS NA. 150.00 150.00 

With LH6 or LL4 6.2 Liter Diesel Engine... YFS NAL 215.00 215.00 
High Altitude Emission Equipment. Available 

Package is specified. Not Available when YF5 California Emissions is specified NAG NO ADDITIONAL CHARGE 
Standard Emission Equipment. Not available when YFS California Emissions or 

NAG High Altitude Emissions are specified... ..-....----- 5 ous oe wee NAS NOQ ADDITIONAL CHARGE 


ee SS SS Soe 


a 


{a) D & H Charges on vehicle and optional equipment inctude reimbursement to ordering Division for any tax that 
it has paid, incurred or agreed to pay thereon. 
© State and local taxes not included. 
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CHEVY VAN/VANDURA 


OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are effective with initial shipment of 1983 model motor vehicles 


_ews ss ee 
Mfr's 


Optian 


Suggested 
Factory Lint Retait 


Description Number D&H{a} Price Price’. 
SE  —— nee 


Engines: (See Power Teams Chert for availability and complete specifications) 
4.1 Liter (250 Cu. in.) 2 BBL LE. Standard on G1-2-3 Series without C6P H.D. 
Chassis 


6.2 Liter (379 Cu. in.) A.D. V8 Diesel, G3 Series only. Avaitable onty when B3J 
Diesel Equipment Package and C6P H.D Chassis is specified.............. 


4-Speed Automatic with Overdrive. 
G1-2 Series and G3 Series without C6P H.D. Chassi 


Locking Differential . . 2% 
Tires: (See Tire Charts for Tire availability) 
All rim sizes are 6,00" on G1-2 Series except when N67 Wheels are specified. 
All rim sizes are 6.75" on G3 Series. 
TUBELESS 
FR78-15/8 Highway Fiberglass Belted Radial Piy Blackwall 
(Maximum Capacity 1363-lbs) 
Front (Standard) . . 
Rear (Standard)... 


Front 
Rear.... 


(Maximum Capacity 1453-lbs). Available only when N40 Power Steering 


iS 


Rear..... 


Front 
Rear.. 


z 


(Maximum Capacity 1583-tbs). Available only when N40 Power Steering 


Front . 
Rear... 


{Maximum Capacity 1583-Ibs). Available only when N40 Power Steering is 


Front 
Rear. 
Spare 


G80 


XKM. 
YKM 
ZKM 


XAY 
YAY 
ZAY 


XAZ 
YAZ 
2AZ 


YIT 
25T 


XKT 
YKT 
ZKT 


XKU 
YKU 
ZKU 


XVM 
YVM 
ZzvM 


NO ADDITIONAL CHARGE 


NA. 207.00 207 00 

NLA. 207.00 207.00 
NO ADDITIONAL CHARGE 

NLA. 1334.00 133400 

NLA. 1334.00 1334.00 

NLA. 650.00 650.00 

NAA. 186.00 186.00 


NO ADDITIONAL CHARGE 
NO ADDITIONAL CHARGE 


NA. 283.00 283.00 
NA 36.00 36.00 
NLA. 230.00 230.00 


NO ADDITIONAL CHARGE 
NO ADDITIONAL CHARGE 
NO ADDITIONAL CHARGE 


32 22.00 22.32 
32 22.00 22,32 
+16 11.00 F116 
32 48.00 48.32 
32 48.00 48.32 
16 24.00 24.16 
66 76.00 76.66 
33 38.00 38.33 
74 80.00 80.74 
74 80.00 80.74 
37 40.00 40.37 
74 108.00 108.74 
74 108.00 108.74 
37 §4.00 $4.37 
74 120.00 120.74 
74 120.00 120.74 
37 60.00 60.37 


ia) D & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 


it has paid, incurred ot agreed to pay thereon, 
© State and local taxes not included. 
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CHEVY VAN/VANDURA 


: OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are effective with initial shipment of 1983 model motor vehicles 


Description 


Tires: (Continued) 
P225/75 R15 Highway Steel Belted Radis! Ply Blackwall 
(Maximum Capacity 1690-lbs). Not available when LH6 6.2 Liter Diese! Engine is 
specitied. 
Front (Standard) . . 
Rear (Standard} . 
Spere.. scustgocttedts et z 
P225/75R 15 Highway Steel Belted Radiat Ply Whitewall 
(Maximum Capacity 1690-lbs) Not available when LH6 6.2 Liter Diesel Engine is 
specified. 
Front .. 
Rear... 
Spare... 
P225/75R15 Highway Steel Belted Radial Ply White lettered 
{Maximum Capacity 1690-Ibs}. Not available when LH6 6.2 Liter Diesel Engine is 
specitied. 
BrODT ic ob dS aed ei dah y 


Spare. 5 we deu ween cd hanes bi Wh, Bh dk ccpvanl aes 
P235/75R15 Highwey Steel Belted Radia! Ply Blackwail 
{Maximum Capacity 1843-tos} Available only when LH6 6.2 Liter Diesel Engine 
1s Specified 
Front ...... 


Spare.......... 
P235/75R15 Highway Stee! Belted Radial Ply Whitewatt 
{Maximum Capacity 1843-1bs). Available only when LH6 6 2 Liter Diese! Engine 
is specified. 
Front . 
Rear, 
Spare 
P2387 75R15 Highway Stee! Belted Radial Ply White lettered 
(Maximum Capacity 1843-lbs). Available only when LH6 6.2 Liter Diesel Engine 
is specified 
PRGA. pos uk ig eh Cab eB BOLE teen, “ah je A, 
RGAE an oon aiming has Pte © pane 
Spare.... peed a3 
8,78-16.5-E Highway Nylon Blackwell! 
(Maximum Capacity 2680-Ibs} Available only when C6P H.D. Chassis is teacttiey: 
Fromt (Standard) . 2 é 
Rear (Standard). . 
Spare 
Without B3D Schoot Bus Chassis Equipment.......... 
With 83D School Bus Chassis Equipment...........- 
8.75R-16.5/C Highway Steel Belted Radial Ply Blackwall 
{Maximum Capacity 1990-ips). Available only when LES 4.1 Liter Engine is 
specified 
Front... 600.605 


Spare..... 
8.75R-36.5/E Highway Stee! Belted Radial Ply Blackwall 
(Maximum Capacity 2680-lbs). Available only when C6P H.D. Chassis is specified. 
Front 
Without B3D School Bus Chassis Equipment............- a itd atest 
With 83D Schoo! Bus Chassis Equipment... ... 6... eee 
Rear 
Without 830 Schoo! Bus Chassis Equipment.............0..0.0050- 
With B3D School Bus Chassis Equipment........ 0.0... ..-00 0-000 
Spare 
Without B3D School Bus Chassis Equipment............-.....--05. 
With B3D School Bus Chassis Equipment 


Option 
Number 


Factory List 
D&H(a) Price 


NO ADDITIONAL CHARGE 
WO ADDITIONAL CHAAGE 


2.78 130.00 132.78 
N.C. 34,00 34.00 
NC. 34.00 34.00 
2.78 147.00 149.78 
NC 4600 46.00 
N.C. 46.00 46.00 
2.78 153.00 155.78 
46 26.00 26.46 
46 26.00 2646 
3.0f 143.00 146.01 
46 60.00 60.46 
AG 60.00 60 46 
3.01 160.00 163.01 
46 72.00 72.46 
46 72.00 72.46 
3.01 166.00 169.01 


NO ADDITIONAL CHARGE 
NO ADDITIONAL CHARGE 


4.07 181.00 
N.C. 181.00 


185.07 
181.00 


NO ADDITIONAL CHARGE 
NO ADDITIONAL CHARGE 


4.11 219.00 223.41 

94 144.00 144.94 
N.C. 144.00 144.00 

24 144.00 144.94 
NLC. 144.00 144.00 
4.54 253.00 257.54 
NC 253.00 253.00 


{a) D & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 


it has paid, incurred or agreed to pay thereon. 
© State and local taxes not included. 
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CHEVY VAN/VANDURA 
OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are effective with initia! shipment of 1983 model motor vehich 


Mfr's 
Suggested 
Option Factory bist Rutait 
Description Number D&H(a) Price Price - 
OTHER OPTIONS 
Air Conditioning: Ai/-Weather. includes extra cooling 
Front. Instrument panel mounted. Recommenced for front seat area cooling only. 
Without B3J Diesel Equipment Package. includes K81 66-Amp Generator . cé6o NLA. 840.00 840.00 
With B3J Diesel Equipment Package... ...-.............5 cé0 NLA. 780.00 780.00 
Front and Rear. Front instrument panel mounted and rear overhead ‘systems, 
Availabte onty when V8 Engine is specified. 
Without B3J Diese! Equipment Package. includes K81 66-Amp Generator . cés NLA. 1370.00 1370.00 
With 834 Diesel Equipmant Package cég NA, 1310.00 1310.00 
Appearance, Deluxe Front: Inciudes dark ‘orgent grille with bright trim, 
Without Diese! Engine. Also inciudes duat rectangular heaglamps V22 NLA. 114.00 114.00 
With Diesel Engine... 2.2.22. ee V22 NA. 74.00 74.00 
Battery: Heavy-Duty. 515 Cold Cranking Amps. Delco Freedom. Not available 
when B3J Diesel Equipment Package is specified. included when Z82 Heavy-Duty 
Trailering Special is specified... 0.20.2... 2 cece eee ee eee ee UA NA. 48.00 48.00 
Brakes: 
Power G1 Senes ON sc occ eaves ig Ae Cadet a Oona eg ieee Ree J50 NA 92.00 92.00 
Heavy-Duty Power. Standard on G2-3 Series. : 7 J55 NLA 16800 168.00 
Bumper Equipment: 
Bumpers, Front and Aear. Chromed... 0... tee Vaz NLA. 70.00 70.00 
Guards, Front Bumper. Chromed. 125° wheelbase only: Available only when V37 
Front and Rear Bumpers are specified sd gt ce ese eda gear ease a MOe ve idle HORE vai NA 40.00 40.00 
Clock: Quartz Flectric 6... eee U3s NLA. 38.00 3800 


Coolers: Available only when V8 Enging’. and MXO or MX1 Automatic 
Transmission are specified. Not available when B3/ Diese! Equipment Package is 
specified. included when Z82 Heavy-Duty Trailering Special is specified 
Engine Oif. G2-3 Serias only... 2. cee ee KCc4 NLA. 416.00 116.00 
Transmission Oil. Heavy-Duty. 
G1-2 Series only. Available only when C60 Front or C69 Front and Rear Air 


Conditioning or VOS Heavy-Duty Cooling is specified...............--, vO2 NLA, $7.00 57.00 

G3 Series only. Available oniy when C6P H.D. Chassis is specified......... voz NLA. 57.00 5700 
Cooling: Heavy-Duty. Not available when B32) Diesel Equipment Package C60 

Front or C69 Front and Rear Air Conditioning is specified .... Vos NLA. 51.00 51.00 
Cover, Spare Tire: Black Viny! on G1 Series and Color-Keyed Vinyl on G24 3 

Series P17 NA. 31.00 31.00 


Diesel Equipment Package: Available only when LH6 or LL4 6.2 Liter 
Engine ts specified. Includes K81 66-Amp Generator, engine oi] cooler, two H.D. 
batteries. dual exhaust. special instrument cluster with glow plug, water-in fuel 


indicator, diese! namepiates and added insulation. ................-. B3J NLA 970.00 $70.00 
Door Lock System, Power: Ai! Doors. Included when ZQ2 Operating 
Convenience Package is specified... 2.0.6... ce tenes AU NA. 185.00 185 00 
Engine Block Heater: Not available when B3J Diesel Equipment Package 
ISsSPeCHled : 56 slo os head Mee oa te eTeO OS eRe UA ST MSR RSs SD KOs NLA. 31.00 31.00 
Extender Link, Side Rear Doar: 50802 eyes 8h seed ws ge EER PES Awé NA 34.00 34.00 


Fioor Covering: Carpeting, Wheeihousing and d Fivor. Front area oniy. Includes 
stepwell mats. Available only when A57 Auxiliary Seat is specitied: Not available 


when black trim is specified . PRAT en POLES eh Re oon ae ae ce eee F B30 NA. 110.00 110.00 
Gages: Voiimeter, Temperature and on Pressure eer Eee ey ROT Sac e z53 NLA. 38.00 38.00 
Generator: 66.Amp Defcotron. included when C60 Front or C69 Front and Rear 

Air Conditioning, B34 Diesel Equipment Package or C36 Rear Heater is specified Kal NLA. 60.00 60.00 


{a) D & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 
it has paid, incurred or agreed to pay thereon. 
© State and local taxas not included. 
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CHEVY VAN/VANDURA 
OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are affective with initial shipmant of 1933 mode! motor vehicles 


Description 


OTHER OPTIONS 


Glass: 
Tinted, All Windows. Includes AO2 Glass. 
With AQ7 Body Glass......... 0-002. c eee ee eee 
Without AQ? Body Glass. 
With AO8 RH Side Body Glass 

With A17 Swing-Out Lett Side Glass and A19 Swing-Out Sliding Side Door 
Glass and A12 Rear Door Giass or A18 Swing-Out Rear Door Glass .. 

With Al? Swing-Oui Left Side Glass and A19 Swing-Out Sliding Side Door 
Glass without A12 Rear Door Glass or A1B Swing-Qut Rear Door Glass 

With Al2 Rear Door Glass or A18 Swing-Out Rear Door Glass without Al7 
Swing-Gut Left Side Glass or A19 Swing-Out Sliding Side Door Glass. 

Without At? Swing-Out Left Side Glass or A19 Swing-Out Sliding Side 
Door Glass or A12 Rear Door Glass or A18 Swing-Out Rear Door Glass 

Without AO& RH Side Body Glass 

With A17 Swing-Out Lett Side Glass and A19 Swing-Qut Sliding Side Door 
Glass and A12 Rear Door Glass or A18 Swing-Out Rear Door Glass . . 

With A17 Swing-Out Left Side Glass and Ai9 Swing-Qut Stiding Side Door 
Glass without A12 Rear Door Glass or A18 Swing-Out Rear Door Glass 

With A13 Side Door Glass or A19 Swing-Out Sliding Side Door Gisss and 
Ai2 Rear Door Glass or A18 Swing-Qut Rear Door Glass 

With At2 Rear Door Glass or A18 Swing-Out Rear Door Glass without A 1 7 
Swing-Out Left Side Gloss of A19 Swing-Out Sliding Gide Door Glass. 

With A13 Side Door Glass or A19 Swing-Our Sliding Side Door Glass .. 

With A12 Rear Door Glass or A18 Swing-Out Rear Door Glass without A13 
Side Door Glass or A19 Swing-Out Sliding Side Door Glass... ..... 

Without A12 Rear Door Glass or A13 Side Door Glass or A17 Swing-Out 
Left Side Glass or A18 Swing-Out Rear Door Glass or A19 Swing-Out 
Sliding Side Door Glass... 6... ee 

Tinted Windshieid anly. included when AQ 1 Tinted Glass, AAZ Deep Tinted Glass 
or AJ1 Beep Tinted Glass is specified. . 

Deep Tinted. Avaitable only when other body glass o or door glass is s specitied Not 
available when AO 1 Tinted Glass is specified. Includes tinted glass on passenger 
and driver's side door. Also includes AO2 Windshield Glass and dark laminated 
glass on side windows and rear door. 

With A07 Body Glass...........-. eins oe 
Without AQ7 Body Gless 
With AO8 RH Side Body Glass, A17 Swing-Out Left Side Glass, A19 Swing- 
Out Sliding Side Door Glass and A12 Rear Door Glass or A18 Swing-Out 
Rear Door Glass... 2-2. tee 
With AO8 RH Side Body Glass, A17 Swing: ut Lefty Side Glass and Ai 
Swing-Out Sliding Side Door Glass... 2.2... eee eee ee 
With A17 Swing-Out Left Side Glass, A19 Swing-! -Out Sliding Side Door 
Glass and A12 Rear Door Glass or A18 Swing-Out Rear Door Glass. 
With AO8 RH Side Body Glass and A12 Rear Door Glass or A18 Swing-Out 
Rear Door Glass 
With AGB RH Side Body Glass. 
Without AO8 RH Side Body Glass 
With A12 Rear Door Glass or A18 Swing-Out Rear Door Glass and A13 
Side Door Glass or A19 Swing-Out Sliding Side Door Glass . 
With Al? Swing-Out Left Side Glass and A19 Swing-Out Sliding Side 
Door Glass... oc ote tele eda ks Se eee hte cai Ege 
With A13 Side Door Giass or A19 Swing-Out Sliding Side Door Glass. 
With A12 Rear Door Glass or A18 Swing-Out Rear Door Glass. . ao 

Deep Tinted with Light Tinted Rear Window. Available only when AO? Body Glass 
is specified. Includes tinted glass on passenger, driver's side and rear door. Also 
includes AO2 Tinted Windshield and dark laminated glass on side windows.. 

Swing-Out Rear Door. 
Without AO7 Body Giass - 
With AO? Body Glass... . 

Body, 6 Windows. Includes A12 Rear Door Giass without Alg& ‘Swing: Our ‘Rear 
Door Giass or AOB RH Side Body Glass 

RH Side Body. 2 Windows. Included when A07 Body Glass is specified. Includes 
As Side Door Glass 20 eee a 

Roar Door, Fixed. Not available when A1B Swing-Out Rear Door is specified 
included when AQ? Body Glass is specified. Includes interior rearview mirrar 


A 


(a} 0 & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 


it has paid, incurred or agreed to pay thereon, 
© State and local taxes not included. 
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Option 
Number 


AQ) 


AJ! 
Alt 
Ast 
Adit 
Adt 
AST 
AAS 


Als 
A18 


AO7 
AOS 
Al2 


General Motors Corporation 


Factory 
D&H{2) 


NA. 


NLA. 


NAA. 


NA. 
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List 


Price 


90.00 


72.00 
64,00 
64.00 
56.00 


64.00 
56,00 
56.00 


47.00 
47.00 


47.00 


38,00 
31.00 


387.00 


306.00 
205.00 
205.00 
205.00 
154.00 
154.00 
154.00 
105.00 
105.00 
297.00 


99.00 
$3.00 


188.00 
75.00 
46.00 


Mire 
Suggested 


90.00 


72.00 
64,00 
64.00 
56.00 


64.00 
56.00 
56.00 


47.00 
47.00 


47.00 


32.00 
31.00 


387.00 


306.00 
205.00 
205.00 
205.00 
154.00 
154.00 
154.00 
105.00 
105.00 
297.00 


99.00 
$3.00 


188.00 
75.00 
46.00 
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CHEVY VAN/VANDURA 
OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


Prices shown are effective with initial shipment of 1983 mode! motor vehicles & 
Mfr's 
Suggested 
Factory List 
Desuription R&H(s) Prive 


OTHER OPTIONS 


Gitess: (Continued) 
Side Door, Fixed. included when AO8 RH Side Body Giass or AO? Body Glass is 
SPECI: 2: e osetia icis Wis Fietn. Salaninden ayant inne Bp lary el anttaebithay foe seen hahaneseiacae alas A13 NLA. 35.00 35.00 
Swing-Out LH Side Body. Avaitable only when A19 Swing-Out Sliding Side Door 
Glass is specified 


Without AOQ7 Body Glass Al7 NLA. 107,00 107.00 
With AO7 Body Giass 7 A17 NA, 72.00 72.00 
Swing-Out Sliding Side Door Not available when 413 Side Door Glass is 
specified. 
Without AO7 Body Glass or AOB RH Side Body Glass .......,......... Als NLA. 107.00 107.00 
With AQ7 Body Glass or AOS KH Side Body Glass...........,.... 005. Als NA. 72.00 72.00 
Headlamps: 
Halogen. Not available with V22 Front Appearance unless B3J Diesel Equipment 
Package is specified..... 6.02.66. eee TT4 NLA. 21.00 21.00 
Hatagen Hi-Beam. Available only when V22 Deluxe Appearance | is s spec ed. Not 
available when B3J Diesel Equipment is specified.. bce ge Nand Nese IS. hg 115 NLA. 16.00 16.00 
Heater, Rear: 
Without C60 Front or C69 Front and Rear Air Conditioning or B3J Diesel 
Equipment Package. Includes K81 66-Amp Generator ................. C36 “NLA. 248.00 248.00 
With C60 Front or C69 Front and Rear Air Conditioning or B3J Diesel ot Equipment 
PBCKEQB: ce iiken Neve itye a tah Nike PY adele eae aes C36 NA, 188.00 188.00 
Key Unit: Separate keys for side and rear cargo doors ares AU2 NA. 8.00 8.00 
Lighter, Cigarette... eee u37 NA. 29.00 29.00 


Lighting, Auxiliary: includes instrument panel ashtray light. front 
compartment combination dome-reading light, lights for RH and LH front stepwell 
plus light for sliding door stepwell and headlamp warning buzzer ........... TRO NA. 95.00 95.00 


Mirrors, Exterior; LH and RH. Below-Eye-Line Type. 9" x 6.5* 


Painted mney tt . Daa NLA. 47.00 47.00 
Stainiess Steel. ....... 0.000... bas NLA. 76.00 76.00 
Moldings: 
Body Side Black. Included when ZY3 or 2Y4 paint is specitied:| Includes eran 

body front, side and rear moldings .... BS4 NA. 122.00 122.00 
Wheel Opening. ............... B96 NA. 68.00 68.00 
Operating Convenience Packag : Includes AU3 Power Door Cocks and 
A31 Power Windows........... Pere 202 N.A. 360.00 360.00 
Preliminary Price Information Baw NA. NLA. NLA. 
Radio Equipment: 
AM Radio. Includes dual front speakers. U63 NA. 412.00 112.00 
AM/FM Radio. Includes dual front speakers . véeg NA. 171.00 171.00 
AM/FM Stereo Radio, Includes dual front speakers and wiring for rear speakers U5s8 NA. 178.00 178.00 
AM/FM Stereo Radio with Stereo Cassette Tape. Includes dual front speakers and 

wiring for rear speakers... 26. ee cette UNS NA. 278.00 278.00 


School Bus Equipment: G3 Series only. Available only when C6P H D. 
Chassis is specified. Not available when VR2 or VR4 Hitch, 772 or Z82 Trailering 
Equipment is specified... 0.26. eee tte B3D NA. 20.00 20.00 
Seat: Front Auxiliary. Stationary Type. Includes RH armrest, D20 Passenger 
Sunshade, seat belt, seat adjuster and floor mat. (Added weight includes 


passenger weight allowance of 150-lbs per seating position, AS? NA. 168.00 168.00 
Shock Absorbers: Heavy-Duty, Front and Rear F51 NA. 32.00 32.00 
Speed Control, Electronic: G1 Series avaitabte only when 450 Power 
Brakes or JSS H.D. Power Brakes are specified.......-.............005 K34 NA, 185.00 185.00 
Springs: Heavy-Duty, Standard on G3 Series when C6P H.D. Chassis is 
specified. 
Front. Capacity 1700-Ib each. G1 Series only.............-...0..60.000- F6é0 NLA. 14.00 14.00 
Rear. 
Capacity 1700-lb each. G1 Series only G50 NA. 55.00 $5.00 
Capacity 2100-tb each. G2 Series only G50 NA, 32.00 32.00 
Stabilizer Bar: Front. Standard on G3 Si 
specified. Included when Z82 Heavy-Duty Trailering Special is specified...... FS9 NA. 35.00 35.00 
Power. Standard on G2-3 Series ©... 2 ce tee tee N40 NA. 262.00 262.00 
Power, Not Desired. G1 Series only. Not available when Z72 Light-Duty Traiteri 
Special is specitiad. . N51 NO ADDITIONAL CHARGE 


UU nee 
(a) D & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 

it has paid. incurred or agreed to pay thereon. 
© State and local taxes not included. 
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CHEVY VAN/VANDURA 
OPTIONS AND ACCESSORIES WHEN INSTALLED BY GENERAL MOTORS 


‘Prices shown are effective with initial shipment of 1983 model motor vehicles 


Option Factory List 
Description Number D&Et(a) Price 
OTHER OPTIONS . 
Steering Wheels: 
Comfortift....... if N33 NA. 105.00 105.00 
Custom... ee er N31 NA. 25.00 28.00 
Stop, Positive: fear Door. ADB NA 34,00 34.00 
Sunshade, Passenger: included w 020 NA. 18.00 18.00 


production tank»... 0.0... e eee terete renee NL? NLA. 83.00 83.00 


Deadweight Type. Not available when 282 H.D. Trailering Special is specified 


Included when Z72 Light-Duty Trailering Special is specified......... eho VR2 NA. 62.00 62.00 
Weight Distributing Ptatform Type. Included when 282 H.D. Trailering Special is 
specified.....-.... eee eee Lb aw Se! ea yhhesh Se Be ee ere ee VR4 NLA. 172,00 172.00 


Ti ring Special Equipment: 

Heavy-Duty. G2-3 Series only. Available only when MXO or MX1 Automatic 
Transmission is specified. Includes VR4 Weight Distributing Hitch Platform and 
H.D. 7 Lead Wiring Harness. 

G2 Series. Available onty when F51? H.D. Shack Absorbers, 3.73 sear axle 
ratio, LES 5.0 Liter or LH6 6.2 Liter Engine is specified. Also available only 
when VO5 Heavy-Duty Cooling and K81 66-Amp Generator are specified 
unless C60 Front or C69 Front and Rear Air Conditioning or B34 Diesel 
Equipment Package is specified. Also includes F59 Stabilizer Bar 

Without B3u Diese! Equipment Package. Also includes KC4 Engine Oil 


Cooler, UA1 H.0. Battery and V02 Transmission Oil Cooler... Z82 NLA. 542.00 542.00 
With B3J Diesel Equipment Package ......-- andyaktiseolauge sore eter 282 NLA. 321.00 321,00 
63 Series. Available when LT9 5.7 Liter or LL4 6.2 Liter Engine is specified. 
Also available only when K81 66-Amp Generator is specified unless C60 
Front or C69 Front and Rear Air Conditioning or B3J Diesel Equipment 
Package is specified. 
Without B3J Diesel Equipment Package. Also includes KC4 Engine Oil 
Cooler, UA1 HD. Battery and VO2 Transmission Oil Cooler ......- Z82 NA. §07.00 507.00 
With B3J Diesel Equipment Package... 2... ee eee ete . 282 NLA. 286.00 286.00 
Light-Duty. Available only when C60 Front or C69 Front and Rear Ai 
Conditioning. B3J Diesel Equipment Package, VO5 H.D. Cooling and MXO or 
MX1 Transmission are specified. G1 Series available only when N40 Power 
Steering, F59 Stabilizer and 150 or J55 Brakes are specified. G2 Series 
available only when F59 Stabilizer is specified G3 Series available only when 
LT9 5.7 Liter or LL4 6.2 Liter Engine is specified. Includes VR2 Deadweight 
Trailer Hitch and 5 lead wiring harness ......-.- pict He Saino dig mass wie ae 272 NLA. 121.00 121.00 
Ventilator, Roof: Crank Type ......-- css NA 73.00 73.00 
Wheels: Aally. G1-2 Series only. Include: 
special hub caps. .. Feb tee anor wT Sie pare Bohn Bio N67 NLA, 109.00 109.00 
Windows: Power. Front side doors only. Included when 202 Operating 
Convenience Package is specified............- rsange ata te sa ak tgt ira oid Sage Sree aae A31 NA. 175.00 175.00 
Windshield Wiper System: intermittent... . 6060 o ie cpa NA 49,00 49,00 


(a) D & H Charges on vehicle and optional equipment include reimbursement to ordering Division for any tax that 
it has paid, incurred or agreed to pay thereon. 
© State and local taxes not included. 
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CHEVY VAN/VANDURA 


CAB & BODY FEATURES 
BODY CONSTRUCTION 
SEATING ARRANGEMENTS 
COLOR & TRIM CHARTS 
TWO-TONES 


September, 1982 General Motors Corporation 
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CHEVY VAN/VANDURA 


STANDARD MODEL—BODY ORDERING CODE—ZW9 
The standard model includes the following items as standard equipment 


EXTERIOR 


© Bumpers: Front and rear; painted silver 
© Colors: See Interior and Exterior Color Selection Chart 
®@ Doors: RH and LH front side doors; RH sliding side load door; 
RH and LH rear load doors 
® Door Opening and Locking Methods: 
Front side doors: Outside pushbutton latch release in door 
handle with separate key lock: keyless outside locking 
Shding mde load door: Turning outside handle counterclock- 
wise releases both front and rear latches; to close door, 
reverse procedure; for opening and closing of door from 
inside, reverse outside procedure; dooris locked trom outside 
through a separate key lock 
RH and LH rear doors: Pushbutton latch release in RH door 
handle opens door, and after opening RH door, LH door 
latch is released by lower inside lift handle; separate key 
lock cylinder in RH door 
® Glass: Windshield; RH and LH front side door drop glass and 
pivoting ventipanes 
© Grille: Molded plastic; painted hght argent; integral Chevrolet 
emblem/GMC letiers at center 
© Grille Frame: Headlamp/parking lamp bezels plus upper and 
lower moldings joining extensions of lamp bezels; painted 
light argent 
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General Motors Corporation 


® Horn: Single, electric low-note 
@ Hub Caps; Bright metal with black tnm 
@ Keys: Two-key system with separate keys for ignition switch 
and doors and tailgate 
@ Lights: 
Backup lamps: Two rear (integral with taillamps) 
Combination parking/direction/hazard: Two tront 
Combination tail/stop/direction/hazard: Two rear 
Headlamps: Two; Retangular 
License plate lamp: Single rear 
Side marker lamps with reflectors: Two frent and two rear 
@ Mirrors: RH and LH chrome; hxed arm with adjustable 6" wide 
x 4%," high head 
@ Nameplates: Bright “Chevy Van/Vandura/Sertes” plate on front 
fenders; bnght “Chevrolet/GMC letters” plate on LH rear door 
®@ Tools: Mechanical jack and wheel wrench 


@ Undercoating: On body rocker paneis. step panels, wheel- 
housings 

®@ Wheels: Painted white 

@ Windshield Wipers and Washers: Electric, 2-speed wipers 
with matte finish on exposed metal portions; wet-arm design 
demand-type washer system 


September, 1982 


CHEVY VAN/VANDURA 


STANDARD MODEL— BODY ORDERING CODE—ZW9 


The standard model includes the following items as standard equipment 


INTERIOR 


© Air Vents: RH and LH; individually controlled 
© Armrest: LH side door; padded 
@ Ashtray: At top of instrument panel extension; with door 
® Coat Hooks: On LH side panel to rear of driver's seat 
© Colors: 
Painted areas: Same as exterior primary color choice 
Intenar trim: Coardinated with seat trim color chaire 
@ Dome Lamps: Two; with door-actuated switches (dome lamps 
may also be activated by main light switch) 
@ Door Locks: Inside pushbutton lock/release for front doors; 
rotating locking knob for sliding side decor 
® Door Seals: Latex foam rubber 
® Floor Covering: Embossed black rubber mats, LH front floor 
area and wheelhousing 
® Headliner: Mystic-colored perforated hardboard; driver area 
© Heater and Defogger: Deluxe-air 
® Hood ais Release: Handle located on LH side of instrument 
pane) 
@ Instruments: 
Gages: Speedometer, odometer, and fuel 
Switches: Main, for control of exterior hghts, instrument lights 
and dome lights; multi-function switch on steering column for 
direction signals by moving lever up or down (includes lane 
change positon}, headlight beams by pulling leyer toward 
driver, windshield wiper by turning band marked “WIPER” 
toward or away from driver, and windshield washer by push- 
ing in the lever knob; ignition; hazard warning: heater fan; 
door-operated dome lamp 
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Warning lights: Generator, oil pressure, engine temperature, 
Service parking brake, direction/hazard signal, and high 
eam 

@ Instrument Panel: Bright trim on gauge bezels; black 
applique with bright trim on area below instrument cluster 

@ Insulation and Sound Deadening Material: Dash (fire- 
wall}, LH front floor panel, engine cover extension and inside 
engine cover 

© Lights: Instruments, front and rear dome 

© Main Light Switch Control Knob: Bright, with brushed finish 
and black graphic identification 

®@ Parcel Tray: On top surface of instrument panel extension; 
includes beverage holder provisions 

@ Safety Step Pads: Front and sliding side door step panels 

@ Seat: Front, bucket driver; adjustable; ali-vinyl trim; foam padded. 
See Interior and Exterior Color Selection Chart for color and 
trim availability 

@ Seat Belt: Color-keyed with pushbutton release and outboard 
retractor 

© Spare Tire Carries: RH rear side 

@ Steering Wheel and Column: 15.25" diameter black soft vinyl 
wheel with 2 spokes; black energy-absorbing steering column 
with anti-theft locking feature 

° Beowase Box: In front face of instrument panel extension; with 

oor 

@ Sunshade: LH padded, color-keyed 

© Trim Panels: Painted metal with decorative embossments; front 
side doors and sliding side door 
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CHEVY VAN/VANDURA 
BODY GLASS COMBINATIONS 


Chevrolet mode! shown (GMC model available) 


2-WINDOW RH BODYSIDE GLASS (RPO A08) FIXED SIDE DOOR GLASS (RPO A13) 


Two-window glass for RH side of vehicle only. Windows with fixed A single large fixed glass in the RH sliding cargo door. Included with 
glass provided in RH rear-quarter panel and in sliding cargo door. 2-Window Body Glass (RPO A08). 
Included in 6-Window Body Glass (RPO AO7). 


GMC medel shown (Chevrolet model available) 


6-WINDOW BODY GLASS (RPO A07) FIXED REAR DOOR GLASS (RPO (12) 


Full body glass consisting of six fixed-glass windows. Option iscom- Consists of RH and LH rear door fixed glass. Incluces interior non- 
prised of LH and RH rear-quarter window glass, LH front-quarter glare mirror. Included with 6-Window Body Glass (RPO A07). 
window glass, RH cargo door glass, and LH and RH rear cargo door 

glass. Includes interior non-glare mirror. 


SWING-OUT LH SIDE GLASS (RPO A17) 


Consists of divided, bright-lramed swing-out glass installed on the LH 
side of the body opposite the RH shding cargo door. Individual latches 
allow independent operation. Requires Swing-Out Sliding Side Door 
Glass (RPO A19). 


SWING-OUT SLIDING SIDE DOOR GLASS (RPO A119) 


Swing-out windows for the RH sliding side cargo door are bnght 
framed and divided at the center for individual operation. 


SWING-OUT REAR DOOR GLASS (RPO A18) 


Consists of LH and RH rear cargo door glass with swing-out hinge 
and latch. Includes interior non-glare mirror. 
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_CHEVY VAN/VANDURA 


WITH OPTIONAL RH PASSENGER SEAT 


Chevrolet model shown 
(GMC model available) 


CHEVY VAN/VANDURA SEATING AND LOADSPACE 


Seating arrangement for standard and optional front seat. 


#110" WB MODELS 


INSTRUMENTS 


The standard instrument cluster gages and heater controls are set 
into the molded plastic instrument panel and have bright bezels. 
The large LH opening contains the speedometer, odometer, high 
beam indicator, and service-parking brake warning light. Diesel 
engine models will also have warning lights for law coolant. glow 
plugs and water-in-fuel. 


The large RH opening contains the tuel gage with a graphic symbol. 
An “Unleaded Fuel Only” notation is carried on the face of the fuel 
gage for models which require this fuel. The upper small opening 
between these two large openings houses the warning lights with 
graphic symbols for temperature, low oil pressure and generator. 
The lower opening is provided to house the RPO U35 electnic clock. 
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On the upper RH side the two small openings are provided to house 
the controls for the RPO C36 rear heater (LH) and the RPO C69 
rear air conditioner (RH). Below these openings are the heater/ 
defogger and optional front air conditioner controls with graphic 
symbols for the fan and defogger. A similar instrument cluster with 
voltmeter, oil pressure gage and engine temperature gage is avail- 
able as RPO Z53. 


The area below the instrument cluster contains, from left to right, 
the windshield washer/wiper switch, with graphic symbol, main 
light switch, and ignition switch. This lower area has a black 
apphque with bright trim. At the far left is the provision for the 
LH front air conditioner aur outlet. 
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CHEVY VAN/VANDURA 
BODY CONSTRUCTION FEATURES 


The all-steel, Chevy Van/Vandura and Sportvan/Rally bodies feature 
body-trame integral construction for outstanding structural rigidity 
and excellent durability. The basic bodies of either the nominal 15 
foot (110 WB} or 17 foot (125" WB) models are comprised of an 
underbedy structure, front end structure, left and right hand side 
panel structures, and a roof panel structure. 


Longitudinal side rails, cross sills, and outriggers form the inte- 
gral frame to which front and rear floor panels are welded, com- 
pleting the underbody structure. Main structural members are of 
heavy-gage steel. A step well is incorporated in the underbody in 
the area adjacent to the front doors and sliding side door to provide 
convenient entry and exit. 


The front end structure incorporates an engine compartment with 
outside opening hood pane! which affords quick and easy access 
to 27 service ports, such as the engine, radiator, battery, brake 
master cylinder and windshield washer reservoir. The radiator sup- 
port upper tie bar and baffles are mechanically attached to facilitate 
engine removal. A plenum chamber with high-level air intake is 
utilized in the front end structure to assure a plentiful supply of dry. 
outside air for interior heating and ventilating as well as to add 
tigdity to the overall body structure. Air outlets to the interior are 
provided on the left hand and right hand sides by manually con- 
trolled doors (RH door omitted with optional air conditionmg). 


Side panel structures are comprised basically of seamless, one- 
piece outer panels reinforced with vertical strainers and welded to 
roof rails at the top and to rocker panels at the bottom. Left hand 
side panel structures utilize three vertical strainers, with a fourth 
strainer added for 17-ioot bodies. Right hand side panel structures, 
which are smaller because of the provision for the base side load 
door, are reinforced with one vertical strainer in 15-foot body apphk- 
cations and two strainers in 17-foot body applications. Two window 
openings are incorporated in the left hand side panel for all Sportvans/ 
Rally, or for Chevy Vans/Vandura with RPO AO? body glass; one 
window is incorporated for Chevy Vans/Vandura with RPO Al? 
body glass. The right hand side panel for Sportvan/Rally models, 
or Chevy Van/Vandura with REO A07 or AO8 body glass, has one 
window. Provision is made at the rear of the left hand side panel 
for incorporation of a door to conceal the fuel tank filler. 


Roof panels are of one-piece design and are embossed with six 
longitudinal stiffening ribs. Four roof bows support the 15-foot body 
root panel, while five roof bows are used for the 17-foot body. 
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Special attention 1s given to corrosion prevention during the 
construction and fnal finishing of the body. The following body 
design features occur during the construction of the body: 
1. Use of special steel (galvanized, zinc iron alloy, zinc coated) 
for body components expecially subject to corrosion. 
2. Use of one-piece outer panels to minimize exterior joints 
where corrosion might occur. 
3. Use of heavy-gage steel for mam underbe dy components 
4, Use of weld-through sealers in the assembly process to assure 
strong welds. 


After body construction is completed, additional corrosion pre- 
ventative steps are taken in the final finishing operation. The 
following occur: 

1. The body, doors and hood are thoroughly cleaned by proc- 

essing them through a 7-stage zinc phosprate washer. 

2, Next, the body, doors and hood are primed by the Elpo 
electro-coating process which 1s the deposition of an elec- 
tneally charged colloidal paint using am electric current. 
Electro-coating assures uniform application of primer even 
on surfaces normally inaccessible. In the process, the body, 
doors and hood are submerged in an emulsion of water and 
paint; the body, doors and hood and the emulsion are then 
oppositely charged, causing the paint to adhere to the metal. 

. Sealers are then applied to all critical inte-1or-exterior joints. 

4. Undercoating is sprayed on the undersurfaces of the wheel- 

housings, front door step panels and body rocker panels 

The body, doors and hood are painted with enamel. 

6. A sealer pad is installed on the top surface of the floor panel 
at the left hand side, and is bonded to the floor panel as the 
body bakes in the topcoat oven. 

7. The lower inside surfaces of the doars anc. racker panels are 
sprayed with aluminum wax preservative. 

8. A protective coating is applied to the fron: door hinge pins. 

9. Finally, an anti-chip coating is added which extends from the 
tear of the front wheel openings to the rear door openings to 
prevent stone chipping. 


w 


a 
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CHEVY VAN/VANDURA 


INTERIOR AND EXTERIOR COLOR AVAILABILITY CHART 


Pigase Note: Exterior and interior paint 
evailable seat tm if the particular com 


INTERIOR COLORS 


STANDARD MODEL (Two Seats w/A57} 
Viny! Driver Seat 


VAA2 


Vinyl High Back Bucket Driver Seat 


VAAS = 


Custom Vinyl High Back Bucket Seats 


EXTERIOR COLORS 


ALMOND 


XAAS 


White Frost 
BLACK, MIDNIGHT 


59 59 
59 12 
19 19 


Silver (Metallic) 


White, Frost 
BLUE, LIGHT (Metallic) 


Blue. Midmght 


| voos EEE 
RECOMMENDED INTERIOR TRIM COLORS 


t cambrnations shown in char! below are those recommended by Chevroiet/GMC Any exterior colar combination may be ordered with any 
bination 1s dacired hy a customer For Secial Daint applications please contact the Zone Oftice 


[amore [tuck | ove tne] try 


xT14 


White, Frost 
BLUE, MIDNIGHT 


Silver (Metallic) 


White. Frost 
JADESTONE, DARK (Metallic) 


Silver (Metallic) 
JADESTONE. LIGHT (Metallic) 
RED. CARMINE 


Almond 


Sitver (Metalic) 


White. Frost 
SILVER (Metallic) 


Black, Midnight 


Blue, Midnight 


Red, Carmine 


White. Frost 
WALNUT (Metallic) 


Almond 


wnue, Frost 
WHITE, FROST 


Almond 


Black, Midnight 


Blue. Midnight 


Red. Carmine 


Silver (Metallic) 
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CHEVY VAN/VANDURA 


SOLID AND TWO-TONE?’ EXTERIOR COLOR COMBINATIONS 


The application of paint for solid and two-tone 
exterior cclor combinations 1s shown below. 


Chevrolet model shown 
(GMC model available) 


Solid color paint (ZY1) is standard on ail models. All painted areas of 
the body are the same color. 


GMC model shown (Chevrolet model available) I 


Special two-tone (ZY3) paint colors include black body side and rear 
moldings with bnght trim plus bright tail ight tym. The primary paint 
color is applied to the areas above the moldings. The secondary color is 
applied to the areas below the moldings. 


Chevrolet mode! shown (GMC model available) 


Deluxe two-tone (ZY4) paint colors include black borly side and rear 
moldings with bright trim plus bright tail hght trim. The primary paint 
color is applied to the areas above the belt line styhng crease line and 
below the moldings. The secondary color is applied to the areas between 
the belt hne styling crease line and the moldings. 


*Optional at extra cost 
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